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Lusterlume NI 

Lusterlume NI is a mildly acid powdered burnishing compound for nickel and nickel-plated 
substrates. 

 
Features & Benefits 

Acidic powdered 

burnishing compound 

Designed for nickel and nickel-

plated substrates 

 

Operating Conditions 
Concentration 1 – 2 oz/Gal 

Temperature Ambient – 130°F 

Equipment Open or closed lined barrels. 

Do not use in closed barrels 

with steel media. 

Media Should not be used with steel 

media. 

 

Waste Disposal 
Discharge to a water treatment system. In order to be completely informed on the latest 
regulations for your area, please contact the local authorities. 

 
Caution 

Lusterlume NI is mildly acidic, avoid skin, eye and oral contact. Wear protective clothing, 
goggles and gloves when handling Lusterlume NI. If exposed, flush thoroughly with clear, 
cold water. In case of injury, please contact a doctor. 
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WARRANTY: THE QUALITY OF THIS PRODUCT IS GUARANTEED ON SHIPMENT FROM OUR PLANT. IF 
THE USE RECOMMENDATIONS ARE FOLLOWED, DESIRED RESULTS WILL BE OBTAINED. SINCE THE USE OF 
OUR PRODUCTS IS BEYOND OUR CONTROL, NO GUARANTEE EXPRESSED OR IMPLIED IS MADE AS TO THE 
EFFECTS OF SUCH USE, OR THE RESULTS TO BE OBTAINED.   

 
_______________________________________________________________ 

 

Our people. Your problem solvers. 
  

For more information on this process please call us at 

1-800-648-3412 

or techservice@hubbardhall.com 
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